4. Construction and Name of each component

5. Installation

5-1. Installation of Base Ring onto the machine's window

Install the Base Ring to the inside of machine's window at first. The way of installation is different between Bolt Type and Tape Type.

- **Installation for Bolt Type**

1. Decide the position of Base Ring for installation, and drill holes according to the illustration.

2. Remove 8 bolts for base ring, and a Support Ring and Packing B are separated.

3. Remove 8 bolts for body, and a Base Ring and Packing A are separated.

4. Install the Suppot Ring, Packing B, and Ese Ring to the machine's window as appeared on the illustraton(P.03). In case the thickness of window is less than 6.0mm, use the bolts supplied originally. If it is thicker than 6.5mm, the length of the supplied bolt is not enough, so figure out the length of bolt required (L) according to the equation below and purchase separately.
   
   
   \[ t + 6 \leq L \leq t + 11 \]  
   (t: thickness of machine's window)

- **Installation for Tape Type**

1. Remove 8 bolts for body, and a Base Ring and Packing A are separated.

2. Clean the inside surface of window before installation to remove any oil or sludge or dirt which might affect the adhesion between the window and tape. Be advised that the product may fall from the window if it is not cleaned enough.

3. Decide the position of Base Ring on the window, and do marking there for the subsequent installation.(Refer to the right drawing.)